Oil & Fuel

CARBOPRESS N/L 10 - 20

Suitable for fuel oils, petrol and diesel having an
aromatic content not exceeded 50 9% and also for

grease.

» Dual pressure lines
» Alzo suitable for water and air in

Hose Construction

Tube: Black, smooth, : L

NER rubber compound general service appiications
Reinforcement: Synthetic textile yams * Burst Pressure Value 3:1
Cover: Black, smooth, abrasion, oif, fuel,

and weathar-resistant, antistatic
(B = 1 M{ym) special NBER/EFDM

rubber compound
T ture B Tolerances
SpCITe Tyl According to UNI EN IS0 1307
-25°C (-13°F o 480 °C (+176 °F) Rafar o Technical Handbook on page TH.24

up o +100 °C (+212 °F) for ol

Part Numbar

CARBOPRESS ML 10

H30S0 004400 5 12 1.0 160.0 1d 042 40 ¥
H3051 1003400 G 12 o 1500 0 011 50 ¥
3011002400 & 3 10 1500 1 014 &0 ¥
B3OS0 M 00 8 15 10 1500 1 147 B5 ¥
HE0S0 O34 00 10 17 10 150.0 1d ] BO ¥
IH3001 004400 13 20 o 1500 0 24 106 ¥
R30S 1 100454 00 16 23 10 1600 1@ 0:29 30 ¥
A0S0 COB/M0 19 27 10 150.0 10 0.3 150 ¥
H305 00750 25 36 10 1500 10 63 200 ¥
CARBCPOESS ML 20

HHA0S02004/1 00 B 14 20 3000 20 A7 ¥
HESE002M1 00 g8 17 20 J00.0 20 .24 i3] ¥
TH30S020034 00 10 18 20 300.0 & 027 BO ¥
FH3051 2008100 13 23 20 3000 20 (.38 185 M
30512015480 16 28 20 3000 20 044 130 b
A0S A0 16 26 20 J00.0 20 044 30 ¥
IH305 12007 /80 14 30 20 a00.0 2 G657 150 N
FH30EA 2007 /40 15 30 20 3000 &0 57 150 M
H30E 1200850 25 356 20 90.0 20 0.7 200 i
IH30S1 20040 25 36 2.0 20.0 20 Q.71 200 M
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